The CardioComm Global ECG

A portable, web enabled ECG device that is EMR compatible.

Small and portable:
Weights only 10 oz (0.28 KG).

Web Enabled:
Physicians can view the ECG
over the web without special
connections (VPN). The entire
ECG record is stored for
easy retrieval and viewing.

Connectivity:
Compatible with all EMR systems.

Ease of Use:
Microsoft Windows based,
this system is easy to use and
familiar in its visual structure.
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Connect to your laptop and
you have an interpretative ECG
that is web enabled.

Flexible:
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frequency, and speed after the
ECG is taken.

Speed:
As quick as a click, access data to
improve the service every patient
deserves. Ideal for specialist over‐
reads without using faxes and other
low quality delivery systems.

Why web enabled ECGs are the future!
With a web enabled ECG physicians can view ECGs from any computer
(at home, while mobile, any location with web connection)
5 All ECGs acquisition devices should be web enabled to allow the physician
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5 FDA‐approved editable automated interpretation algorithm.
5 No special computer connections (VPN) are needed.
5 Physicians who want to be quickly connected to a specialist group will want
a web enabled ECG.
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5 Detailed activity logs and auto billing.
5 Effortlessly print full page reports on plain paper.
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5 24 hour support.

EMR Enabled & More!
5& Because the ECG is stored digitally you can view not only ten seconds of
information but the entire ECG.
5& *84'<6$E.:2"&12'"34,&?3"F8"/-;,&4="">&./>&-.2$="34@
5& Use as a monitoring unit for patients who are having pain or palpitations in
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5& Fully HIPAA Compliant.

For more information call 1.877.744.1122
or visit www.cardiocommsolutions.com

The CardioComm Global ECG

A portable, web enabled ECG device that is EMR compatible.

Hub Weight

280 ‐ 300 grams (0.62 – 0.66 lb) depending on cable options

Hub Dimensions

85mm x 91mm x 20mm (3.3” x 3.6” x 0.8”)

Patient Leads Length

1 meter (3.3 ft)

PC Connection Length

1‐3 meter (3.3 – 9.8 ft), DB9 female connector

Patient Leads

6 Lead Cable (4 patient leads) 12 Lead Cable (10 patient leads)

Case Material

ABS Plastic

Electrode Connections

4 mm Banana plug with “tab” or “snap” connectors

Electrode Labeling

Abbreviations and colors to comply with either IEC or AAMI standards

Display and Operating Console

Dependent on PC (supplied by user)

Gain/Sensitivity

5, 10, 20 mm/mV

Input Range

±6mV

Acquisition sample rate

1000 samples per second (compressed to 500Hz with peak picking and aver‐
aging algorithm)

Heart Rate Range

20 bpm ‐ 170 bpm

Frequency Response

0.05 to 175Hz ±3dB
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Patient leads are isolated from system and operator, with 4kV protection

Common Mode Rejection

‐60dB (minimum)

Safety Standards

Complies with AAMI EC11, EN60601‐1, EN60601‐1‐2, and EN60601‐2‐25

Leads Off Indicators

Connection status for each lead is shown on Acquisition screen

Power Source

Can be powered by the PC Serial port control lines in most cases, depend‐
ing on the PC being used. Can draw extra power if necessary from a PC PS/2
port

Supply Voltage

4 – 16V DC

Supply Current

<17mA DC

Permanent Filters

High Pass: 0.05Hz 1st order Low Pass: 170Hz 1st order Baseline Wander:
Baseline reset by adaptive zeroing algorithm
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50Hz 4th order Butterworth, 49.1Hz ‐ 50.9Hz, 60Hz 4th order Butterworth,
59.1Hz ‐ 60.9Hz

Low pass (Muscle Artifact Filter)

35Hz 4th order

Report Capabilities

User selectable Report formats

Environmental Conditions

Operating Temperature: 0 to 40° C (32 to 104° F) Storage Temperature: ‐20
to 70° C (‐4 to 158° F) Humidity < 85% (non‐condensing)

For more information call 1.877.744.1122
or visit www.cardiocommsolutions.com

